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Test Cases
Test case 1
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.18.6 Data view
	3180600

	Test Case of Feature
	Outside the context of data entry, the ERTMS/ETCS on-board equipment shall offer the possibility to the driver to view the driver ID, the train running number, the RBC contact information, the Virtual Balise Cover(s) and the Train Data either modifiable by the driver or modifiable by other ERTMS/ETCS external sources.

Only valid data shall be presented to the driver.
	1

	Applicable Mode/Level Combinations
	L0 :   UN/ TR/ PT

LNTC: SN/ TR/ PT

L1 :  FS/ LS/ OS/ SR/ TR/ PT/ NL/ RV 

L2 :  FS/ LS/ OS/ SR/ TR/ PT/ NL/ RV 

L3 :  FS/ LS/ OS/ SR/ TR/ PT/ NL/ RV

	Target of Test
	The target of this test is to check that:

The on-board equipment offers the possibility to the driver to view all valid data stored onboard outside the context of data entry.

The driver selects “Data view” from the default window.

The “Data view” window is shown to the driver and a list of all valid data stored on-board is DISPLAYED.

	Version
	3.2.0
	31.03.2017

	Author
	INECO

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.18.6.1

	
	
	Subset-026-3.18.6.2


	METHOD OF TEST

	Method
	Check on DMI interface that:

Outside the context of data entry, the driver has the possibility to view all valid data stored onboard by selecting “Data view” from the Default window.

All valid data stored onboard are DISPLAYED.

	Constraints
	Tested outside SoM procedure. To check only DMI.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0/ 1/ 2/ 4/ 7/ 8/ 11/ 12/ 13/ 14
	FS/ OS/ SR/ UN/ TR/ PT/ NL/ LS/ SN/ RV

	Train Data
	VALID
	-

	ERTMS/ETCS level
	0/ 1/ 2/ 3/ 4
	L0/ LNTC/ L1/ L2/ L3

	Driver ID
	VALID
	-

	Radio Network ID
	VALID
	-

	RBC ID/Phone Number
	VALID
	-

	Train Running Number
	VALID
	-

	Virtual Balise Covers
	VALID
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	“Default” window is DISPLAYED.
	O
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver presses "Data view".
	I
	DMI
	Outside the context of Data Entry, while train is moving or train at standstill.
	N/A
	N/A
	-

	2
	N/A
	N/A
	“Data view” window is DISPLAYED.
	O
	DMI
	A list with all valid data stored onboard is shown to the driver.(Driver ID, Train data including the Train integrity, Train running number and VBC stored on-board).
	N/A
	N/A
	-


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0/ 1/ 2/ 4/ 7/ 8/ 11/ 12/ 13/ 14
	FS/ OS/ SR/ UN/ TR/ PT/ NL/ LS/ SN/ RV

	Train Data
	STORED
	UNCHANGED

	ERTMS/ETCS level
	0/ 1/ 2/ 3/ 4
	L0/ LNTC/ L1/ L2/ L3

	Driver ID
	STORED
	UNCHANGED

	Radio Network ID
	STORED
	UNCHANGED

	RBC ID/Phone Number
	STORED
	UNCHANGED

	Train Running Number
	STORED
	UNCHANGED

	Virtual Balise Covers
	STORED
	UNCHANGED


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	“Data view” window is DISPLAYED.
	O
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 2
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.18.6 Data view
	3180600

	Test Case of Feature
	Outside the context of data entry, the ERTMS/ETCS on-board equipment shall offer the possibility to the driver to view the driver ID, the train running number, the RBC contact information, the Virtual Balise Cover(s) and the Train Data either modifiable by the driver or modifiable by other ERTMS/ETCS external sources.

As Train Data is invalid it is not displayed to the driver (due to mode change to SH).
	2

	Applicable Mode/Level Combinations
	L0 :   SH

LNTC: SH

L1 :  SH

L2 :  SH

L3 :  SH

	Target of Test
	The target of this test is to check that:

The on-board equipment offers the possibility to the driver to view all valid data stored onboard outside the context of data entry.

The driver selects “Data view” from the default window.

The “Data view” window is shown to the driver and the “Train data” is not DISPLAYED.

	Version
	3.2.0
	31.03.2017

	Author
	INECO

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.18.6.1

	
	
	Subset-026-3.18.6.2


	METHOD OF TEST

	Method
	Check on DMI that:

Outside the context of data entry, the driver has the possibility to view all valid data stored onboard by selecting “Data view” from the Default window.

Train data is not DISPLAYED.

	Constraints
	Tested outside SoM procedure.

A mode change to SH have just occurred. To check trough DMI.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	3
	SH

	Train Data
	INVALID
	-

	ERTMS/ETCS level
	0/ 1/ 2/ 3/ 4
	L0/ LNTC/ L1/ L2/ L3

	Driver ID
	VALID
	-

	Radio Network ID
	VALID
	-

	RBC ID/Phone Number
	VALID
	-

	Train Running Number
	VALID
	-

	Virtual Balise Covers
	VALID
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	“Default” window is DISPLAYED.
	O
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver presses "Data view".
	I
	DMI
	Outside the context of Data Entry, while train is moving or train at standstill.
	N/A
	N/A
	-

	2
	N/A
	N/A
	“Data view” window is DISPLAYED.
	O
	DMI
	A list with all valid data stored onboard is shown to the driver. (Driver ID, Train running number, RBC contact info and VBC stored on-board). 

Train data is NOT displayed.
	N/A
	N/A
	-


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	3
	SH

	Train Data
	INVALID
	-

	ERTMS/ETCS level
	0/ 1/ 2/ 3/ 4
	L0/ LNTC/ L1/ L2/ L3

	Driver ID
	VALID
	-

	Radio Network ID
	VALID
	-

	RBC ID/Phone Number
	VALID
	-

	Train Running Number
	VALID
	-

	Virtual Balise Covers
	VALID
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	“Data view” window is DISPLAYED.
	O
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-
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