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Test Cases
Test case 1
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The on-board equipment shall use the confidence level on emergency brake safe deceleration given by trackside (National Values), when the speed dependent deceleration model(s) for the emergency brake are acquired as part of Train Data.
	1

	Applicable Mode/Level Combinations
	L1: FS, OS, SR, LS

L2/3: FS, OS, SR, LS

	Target of Test
	Kdry_rst(V, M_NVEBCL) shall be the rolling stock correction factor, as a function of speed (with speed steps identical with the ones of A_brake_emergency(V)), corresponding to the confidence level on emergency brake safe deceleration required by trackside (National Value).

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.5

	
	
	Subset-026-3.13.6.2.1.7

	
	
	Subset-026-3.13.6.2.1.3

	
	
	Subset-026-3.13.6.2.1.4

	
	
	Subset-026-3.13.6.2.1.5

	
	
	Subset-026-A.3.2 - Confidence level for emergency brake safe deceleration on dry rails


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target cannot be a EoA (use, for example, SvL, LoA or MRSP), in order to prevent  the on-board  from supervising the SBD curve, since, in this case, the confidence level on emergency brake safe deceleration would not apply (see the requirement 3.13.6.2.1.2 g))


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS or SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (M_NVEBCL=0) is received
	I
	BTM
	Only in L1 and FS, OS or LS mode.

M_NVEBCL=0 (Confidence level = 50 %)
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, OS or LS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 (M_NVEBCL=0) is received
	I
	BTM
	Only in L1 and SR mode.

M_NVEBCL=0 (Confidence level = 50 %)
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (M_NVEBCL=0) is received
	I
	RTM
	Only in L2/L3 and FS, LS or OS mode

M_NVEBCL=0 (Confidence level = 50 %)
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS , LS or OS mode
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 (M_NVEBCL=0) is received
	I
	RTM
	Only in L2/L3 and SR mode

M_NVEBCL=0 (Confidence level = 50 %)
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	16
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

Only in FS, OS or SR mode: V_PERM=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x). Besides, V_PERM=<V1> will be compared with V_PERM=<V2> after receiving the same MA and a different packet 3.

Only in LS mode: V_TRAIN (current train speed), instead of V_PERM, will have to be considered.
	N/A
	N/A
	-

	17
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (M_NVEBCL=1) is received
	I
	BTM
	Only in L1 and FS, LS or OS mode.

M_NVEBCL=1 (Confidence level = 90 %). The rest of variables in Packet 3 that influence the braking curves  will be identical to the variables received before.
	N/A
	N/A
	-

	18
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, LS or OS mode.
	N/A
	N/A
	-

	19
	N/A
	N/A
	One Balise Group message containing packet 3 (M_NVEBCL=1) is received
	I
	BTM
	Only in L1 and SR mode.

M_NVEBCL=1 (Confidence level = 90 %). The rest of variables in Packet 3 that influence the braking curves  will be identical to the variables received before.
	N/A
	N/A
	-

	20
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	21
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (M_NVEBCL=1) is received
	I
	RTM
	Only in L2/L3 and FS, LS or OS mode.

M_NVEBCL=1 (Confidence level = 90 %). The rest of variables in Packet 3 that influence the braking curves will be identical to the variables received before.
	N/A
	N/A
	-

	22
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS , LS or OS mode.
	N/A
	N/A
	-

	23
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	24
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode
	N/A
	N/A
	-

	25
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 (M_NVEBCL=1) is received
	I
	RTM
	Only in L2/L3 and SR mode.

M_NVEBCL=1 (Confidence level = 90 %). The rest of variables in Packet 3 that influence the braking curves will be identical to the variables received before.
	N/A
	N/A
	-

	26
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode
	N/A
	N/A
	-

	27
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	28
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	29
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	30
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	31
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V2>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring);  M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

Only in FS, OS or SR mode: V_PERM=<V2> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x). Besides, V_PERM=<V2> is compared with V_PERM=<V1>, which must be different.

Only in LS mode: V_TRAIN (current train speed), instead of V_PERM, will have to be considered.
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 12: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 17: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 19: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 21: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 23: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 25: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 27: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 27: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / 12

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 2
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The on-board equipment shall use the available wheel/rail adhesion given by trackside (National Values), when the speed dependent deceleration model(s) for the emergency brake are acquired as part of Train Data.
	2

	Applicable Mode/Level Combinations
	L1: FS, OS, SR, LS

L2/3: FS, OS, SR, LS

	Target of Test
	The on-board equipment shall use the available wheel/rail adhesion given by trackside (National Values) for the calculation of the EBD curve. The Permitted Speed, which is derived from the EBD, will be used to check this.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.6

	
	
	Subset-026-3.13.6.2.1.3

	
	
	Subset-026-3.13.6.2.1.4

	
	
	Subset-026-3.13.6.2.1.5

	
	
	Subset-026-A.3.2 - Weighting factor for available wheel\rail adhesion


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target cannot be a EoA (use, for example, SvL, LoA or MRSP), in order to prevent  the on-board  from supervising the SBD curve, since, in this case, the the available wheel/rail adhesion would not apply (see the requirement 3.13.6.2.1.2 g)).

Besides, the rolling stock correction factor Kwet_rst(V) will have to be different from 1. Otherwise the contribution of the term M_NVAVADH (weighting factor for available wheel/rail adhesion) to A_brake_safe(V,d)  will be cancelled (see the requirement 3.13.6.2.1.4).


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS or SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 is received
	I
	BTM
	Only in L1 and FS, OS or LS mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, OS or LS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 is received
	I
	BTM
	Only in L1 and SR mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 is received
	I
	RTM
	Only in L2/L3 and FS, LS or OS mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS, LS or OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 is received
	I
	RTM
	Only in L2/L3 and SR mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	16
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

Only in FS, OS or SR mode: V_PERM=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x). Besides, V_PERM=<V1> will be compared with V_PERM=<V2> after receiving the same MA and a different packet 3.

Only in LS mode: V_TRAIN (current train speed), instead of V_PERM, will have to be considered.
	N/A
	N/A
	-

	17
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 is received
	I
	BTM
	Only in L1 and FS, LS or OS mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	18
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, LS or OS mode.
	N/A
	N/A
	-

	19
	N/A
	N/A
	One Balise Group message containing packet 3 is received
	I
	BTM
	Only in L1 and SR mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	20
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	21
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 is received
	I
	RTM
	Only in L2/L3 and FS, LS or OS mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	22
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS, LS or OS mode.
	N/A
	N/A
	-

	23
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	24
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	25
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 is received
	I
	RTM
	Only in L2/L3 and SR mode.

M_NVAVADH will have a concrete value, and  the rolling stock correction factor Kwet_rst(V) will have to be different from 1 (see the Constraints of this TC).
	N/A
	N/A
	-

	26
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	27
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	28
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	29
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	30
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	31
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V2>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring);  M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

Only in FS, OS or SR mode: V_PERM=<V2> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x). Besides, V_PERM=<V2> is compared with V_PERM=<V1>, which must be different.

Only in LS mode: V_TRAIN (current train speed), instead of V_PERM, will have to be considered.
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 12: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 17: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 19: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 21: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 23: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 25: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 27: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 27: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 3
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The on-board equipment shall use the the National Values  to limit to a maximum value the speed dependent deceleration for the emergency brake, under reduced adhesion conditions.
	3

	Applicable Mode/Level Combinations
	L1: FS, OS, SR, LS

L2/3: FS, OS, SR, LS

	Target of Test
	In order to adapt the train behaviour under reduced adhesion conditions, it shall be possible by means of National Values to limit to a maximum value the speed dependent deceleration for the emergency brake. Three values shall be applicable for a given combination of the brake position and of the type of brakes:

a) the first value shall be used for “Passenger train in P” with special/additional brakes independent from wheel/rail adhesion;

b) the second value shall be used for “Passenger train in P” without special/additional brakes independent from wheel/rail adhesion;

c) the third value shall be used for “Freight train in P” or “Freight train in G”.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.7

	
	
	Subset-026-3.13.6.2.1.3

	
	
	Subset-026-3.13.6.2.1.4

	
	
	Subset-026-3.13.6.2.1.5

	
	
	Subset-026-3.13.6.2.1.6

	
	
	Subset-026-3.13.6.2.1.6 a)

	
	
	Subset-026-3.13.6.2.1.6 b)

	
	
	Subset-026-3.13.2.3.7.7 a)

	
	
	Subset-026-3.13.2.3.7.7 b)

	
	
	Subset-026-3.13.2.3.7.7 c)

	
	
	Subset-026-A.3.2 - Maximum deceleration value under reduced adhesion conditions (1)

	
	
	Subset-026-A.3.2 - Maximum deceleration value under reduced adhesion conditions (2)

	
	
	Subset-026-A.3.2 - Maximum deceleration value under reduced adhesion conditions (3)


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target cannot be a EoA (use, for example, SvL, LoA or MRSP), in order to prevent  the on-board  from supervising the SBD curve, since, in this case, the National Values for reduced adhesion condition would not apply (see the requirement 3.13.6.2.1.2 d)).


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS or SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3, packet 71 (D_ADHESION=0; M_ADHESION= 0) is received
	I
	BTM
	Only in L1 and FS, LS and OS mode.

M_ADHESION= 0, means Slippery rail.

A_MAXREDADH = A_NVMAXREDADH1 or A_NVMAXREDADH2 or A_NVMAXREDADH3, depending on the given combination of the brake position and of the type of brakes.

A_MAXREDADH will have to be lower than A_brake_safe(V,d), in order for it to influence A_safe(V,d) (= MIN(A_brake_safe(V,d) , A_MAXREDADH) + A_gradient(d), see the requirement 3.13.6.2.1.3)
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, LS and OS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3, packet 71 (D_ADHESION=0; M_ADHESION= 0) is received
	I
	BTM
	Only in L1 and SR mode.

M_ADHESION= 0, means Slippery rail.

A_MAXREDADH = A_NVMAXREDADH1 or A_NVMAXREDADH2 or A_NVMAXREDADH3, depending on the given combination of the brake position and of the type of brakes.

A_MAXREDADH will have to be lower than A_brake_safe(V,d), in order for it to influence A_safe(V,d) (= MIN(A_brake_safe(V,d) , A_MAXREDADH) + A_gradient(d), see the requirement 3.13.6.2.1.3)
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3, packet 71 (D_ADHESION=0; M_ADHESION= 0)is received
	I
	RTM
	Only in L2/L3 and FS, LS and OS mode.

M_ADHESION= 0, means Slippery rail.

A_MAXREDADH = A_NVMAXREDADH1 or A_NVMAXREDADH2 or A_NVMAXREDADH3, depending on the given combination of the brake position and of the type of brakes.

A_MAXREDADH will have to be lower than A_brake_safe(V,d), in order for it to influence A_safe(V,d) (= MIN(A_brake_safe(V,d) , A_MAXREDADH) + A_gradient(d), see the requirement 3.13.6.2.1.3)
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS, LS and OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message  "General message" (NID_MESSAGE=24) containing packet 3, packet 71 (D_ADHESION=0; M_ADHESION= 0) is received
	I
	RTM
	Only in L2/L3 and SR mode.

M_ADHESION= 0, means Slippery rail.

A_MAXREDADH = A_NVMAXREDADH1 or A_NVMAXREDADH2 or A_NVMAXREDADH3, depending on the given combination of the brake position and of the type of brakes.

A_MAXREDADH will have to be lower than A_brake_safe(V,d), in order for it to influence A_safe(V,d) (= MIN(A_brake_safe(V,d) , A_MAXREDADH) + A_gradient(d), see the requirement 3.13.6.2.1.3)
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	The Status symbol "Adhesion factor - slippery rail" is displayed
	O
	DMI
	-
	N/A
	N/A
	-

	13
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	14
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	16
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	17
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring);  M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

Only in FS, OS or SR mode: V_PERM=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).

Only in LS mode: V_TRAIN (current train speed), instead of V_PERM, will have to be considered.
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	71
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_ADHESION
	15
	FINITE VALUE
	-

	L_ADHESION
	15
	FINITE VALUE
	-

	M_ADHESION
	1
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	71
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_ADHESION
	15
	FINITE VALUE
	-

	L_ADHESION
	15
	FINITE VALUE
	-

	M_ADHESION
	1
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	71
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_ADHESION
	15
	FINITE VALUE
	-

	L_ADHESION
	15
	FINITE VALUE
	-

	M_ADHESION
	1
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	71
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_ADHESION
	15
	FINITE VALUE
	-

	L_ADHESION
	15
	FINITE VALUE
	-

	M_ADHESION
	1
	FINITE VALUE
	-


	Step 13: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 13: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 4
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	It shall be possible by means of a National Value to inhibit the compensation of the speed measurement inaccuracy.
	4

	Applicable Mode/Level Combinations
	L1: FS

L2/3: FS

	Target of Test
	The ERTMS/ETCS on-board equipment shall not compensate the inaccuracy of the speed measurement, when it is inhibited by the National Values.

The SBI will be the SBI2 (derived from the EBD), so the SBI2 speed for the max safe front end of the train can be calculated taking into account the inhibition of the compensation of speed inaccuracy. This way, and for display purpose only, the SBI2 speed for the max safe front end of the train shall be calculated as defined in the requirement 3.13.9.3.3.8.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.9

	
	
	Subset-026-3.13.9.3.2.10

	
	
	Subset-026-3.13.9.3.3.8

	
	
	Subset-026-A.3.2 - Permission to inhibit the compensation of the speed measurement inaccuracy


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target cannot be a EoA (use, for example, SvL, LoA or MRSP), in order to oblige the on-board  to use the EBD as the basis for the SBI curve, since compensation of speed inaccuracy is not taken into account for the calculation of the SBD (see the requirement 3.13.6.2.1.2 d)).

Besides, V_SBI2(d_maxsafefront) will be equal to the first value inside the expression "max(,)" in the requirement 3.13.9.3.3.8.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0
	FS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVINHSMICPERM=1) is received
	I
	BTM
	Only in L1.

Q_NVINHSMICPERM=1: Permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	2
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1.
	N/A
	N/A
	-

	3
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVINHSMICPERM=1) is received
	I
	RTM
	Only in L2/L3.

Q_NVINHSMICPERM=1: Permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	4
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	5
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	6
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	7
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with either the Normal Status or the Indication Status (depending on the current mode) when braking to a target.
	N/A
	N/A
	-

	8
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 tables 8 or 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	9
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_SBI=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring);  M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

V_SBI=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-


	Step 1: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 3: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 5: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 5: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0
	FS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 5
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	It shall be possible by means of National Values to define integrated correction factors, namely Kv_int(V), Kr_int(l) and  Kt_int. The integrated correction factors only apply to the on-board equipment when the conversion model is used.
	5

	Applicable Mode/Level Combinations
	L1: FS, OS, SR

L2/3: FS, OS, SR

	Target of Test
	When the conversion model is used, the integrated correction factors Kv_int(V) (with the two pivot deceleration values for passenger trains) and Kr_int(l) are to be considered for the calculation of the safe deceleration, A_safe(V,d); and Kt_int,  the integrated correction factor, has to be considered for the calculation of the safe brake build up time (T_be),  when the supervision limits are derived from the EBD.

The Permitted Speed related to EBD, for display porpuses only, shall be calculated for the max safe front end of the train as described in the requirement 3.13.9.3.5.7. This PS will be checked.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.10

	
	
	Subset-026-3.13.6.2.1.4

	
	
	Subset-026-3.13.6.2.1.8

	
	
	Subset-026-3.13.6.2.1.8.1

	
	
	Subset-026-3.13.6.2.1.8.2

	
	
	Subset-026-3.13.9.3.5.7

	
	
	Subset-026-3.13.6.2.2.3

	
	
	Subset-026-3.13.9.3.2.6

	
	
	Subset-026-3.13.9.3.2.10

	
	
	Subset-026-3.13.2.3.7.11.5

	
	
	Subset-026-3.13.2.3.7.11.6

	
	
	Subset-026-A.3.2 - Train length step used for the integrated correction factor Kr_int

	
	
	Subset-026-A.3.2 - Train length dependent integrated correction factor Kr_int

	
	
	Subset-026-A.3.2 - Speed step used for the integrated correction factor Kv_int

	
	
	Subset-026-A.3.2 - Speed dependent integrated correction factor Kv_int

	
	
	Subset-026-A.3.2 - Integrated correction factor for brake build up time

	
	
	Subset-026-A.3.2 - Lower deceleration limit to determine the set of Kv_int to be used

	
	
	Subset-026-A.3.2 - Upper deceleration limit to determine the set of Kv_int to be used


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The on-board equipment will use the conversion model and the brake positions is “Passenger train in P”.

The two subsets Kv_int_x_a and Kv_int_x_b should  have sufficiently different values in order to be able to detect the difference in the corresponding supervision limits.

The on-board will use the EBI as the basis for the PS supervision limit, since the integrated correction factors (Kv_int(V), Kr_int(l) and Kt_int) are not taken into account for the calculation of the SBI (see the requirement 3.13.6.2.1.2 h)).

Besides, the calculation of the GUI curve will be inhibited, in order to ensure the EBD is used for the calculation of the PS instead of the GUI curve (see the requirement 3.13.9.3.5.7 versus 3.13.9.3.5.8).


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS and SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two subsets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP12 will be chosen so that A_ebmax <= A_NVP12 (this way Kv_int_x = Kv_int_x_a, see the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS or OS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP12 will be chosen so that A_ebmax ≤ A_NVP12 (this way Kv_int_x = Kv_int_x_a, see the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP12 will be chosen so that A_ebmax ≤ A_NVP12 (this way Kv_int_x = Kv_int_x_a, see the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS or OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing 3 is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP12 will be chosen so that A_ebmax ≤ A_NVP12 (this way Kv_int_x = Kv_int_x_a, see the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	16
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1>  is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	17
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP23 will be chosen so that A_ebmax >= A_NVP23 (this way Kv_int_x = Kv_int_x_b, see the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	18
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS or OS mode.
	N/A
	N/A
	-

	19
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP23 will be chosen so that A_ebmax >= A_NVP23 (this way Kv_int_x = Kv_int_x_b, see the requirement 3.13.6.2.1.8.1)
	N/A
	N/A
	-

	20
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	21
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP23 will be chosen so that A_ebmax >= A_NVP23 (this way Kv_int_x = Kv_int_x_b, see the requirement 3.13.6.2.1.8.1)
	N/A
	N/A
	-

	22
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS or OS mode.
	N/A
	N/A
	-

	23
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	24
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	25
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing 3 is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The value of A_NVP23 will be chosen so that A_ebmax >= A_NVP23 (this way Kv_int_x = Kv_int_x_b, see the requirement 3.13.6.2.1.8.1)
	N/A
	N/A
	-

	26
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	27
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	28
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	29
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	30
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	31
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1>  is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	32
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The values of A_NVP12 and A_NVP23 will be chosen so that A_NVP12 < A_ebmax < A_NVP23 (this way Kv_int_x be equal to the formula defined in the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	33
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS or OS mode.
	N/A
	N/A
	-

	34
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The values of A_NVP12 and A_NVP23 will be chosen so that A_NVP12 < A_ebmax < A_NVP23 (this way Kv_int_x be equal to the formula defined in the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	35
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	36
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The values of A_NVP12 and A_NVP23 will be chosen so that A_NVP12 < A_ebmax < A_NVP23 (this way Kv_int_x be equal to the formula defined in the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	37
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS or OS mode.
	N/A
	N/A
	-

	38
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	39
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	40
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing 3 is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves

L_NVKRINT, M_NVKRINT, V_NVKVINT, M_NVKVINT and M_NVKTINT will have to be defined with concrete values.

Since the train is a conventional passenger train, the set of Kv_int  shall be divided into two sub sets Kv_int_x_a and Kv_int_x_b, with identical speed limits.

The values of A_NVP12 and A_NVP23 will be chosen so that A_NVP12 < A_ebmax < A_NVP23 (this way Kv_int_x be equal to the formula defined in the requirement 3.13.6.2.1.8.1).
	N/A
	N/A
	-

	41
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	42
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	43
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	44
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	45
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	46
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1>  is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/1)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255 


	Step 4: Eurobalise Telegram (balise 1/1)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/1)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 17: Eurobalise Telegram (balise 1/1)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 


	Step 19: Eurobalise Telegram (balise 1/1)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 


	Step 21: Radio Message 3

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 23: Radio Message 2

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 25: Radio Message 24

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-


	Step 27: Eurobalise Telegram (balise 1/1)

	ariable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 


	Step 32: Eurobalise Telegram (balise 1/1)

	ariable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 34: Eurobalise Telegram (balise 1/1)

	ariable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 36: Radio Message 3

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 38: Radio Message 2

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 40: Radio Message 24

	ariable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-


	Step 42: Eurobalise Telegram (balise 1/1)

	ariable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	FINITE VALUE
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 6
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will allow the use of the guidance curve (Q_NVGUIPERM=1) and the on-board equipment shall use a SBD curve to calculate the supervision limits.
	6

	Applicable Mode/Level Combinations
	L1: FS, OS

L2/3: FS, OS

	Target of Test
	When the National Values allow the use of the guidance curve, the Permitted Speed related to SBD shall be calculated, for display purpose only, acoording to the requirement 3.13.9.3.5.6; and the location of the Permitted speed supervision limit valid for the estimated speed shall be calculated according to 3.13.9.3.5.4.

In order to check the requirement 3.13.9.3.5.4, after receiving a new MA the train is in a target speed monitoring section and the estimated speed is above the Release Speed and below or equal to the MRSP, the supervision status is "Normal Status". Then, when the train has passed with its estimated front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (t3 in Table 9). Finally, when the train has passed with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Overspeed Status" (t4 in Table 9).

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.3

	
	
	Subset-026-3.13.8.5.2

	
	
	Subset-026-3.13.8.5.2 a)

	
	
	Subset-026-3.13.6.4.3

	
	
	Subset-026-3.13.6.4.4

	
	
	Subset-026-3.13.9.3.5.4

	
	
	Subset-026-3.13.9.3.5.6

	
	
	Subset-026-3.13.10.4.10 table 9

	
	
	Subset-026-A.3.2 - Permission to use guidance curves


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target of the train will be a EoA, in order to supervise a SBD curve.

The value of the end of overlap (D_OL) or the danger point (D_DP) has to be high enough and the location accuracy of the LRBG has to be low enogh, in order to ensure the train never passes with its maximum safe front end the location of the supervision limits calculated from the EBD, valid for the estimated speed, before the train has passed with its estimated front end the location of the same supervision limits calculated from the SBD, valid for the estimated speed.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1
	FS / OS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=1) is received
	I
	BTM
	Only in L1.

Q_NVGUIPERM=1: Permission to use guidance curves
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1
	N/A
	N/A
	-

	4
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=1) is received
	I
	RTM
	Only in L2/L3.

Q_NVGUIPERM=1: Permission to use guidance curves
	N/A
	N/A
	-

	5
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3
	N/A
	N/A
	-

	6
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	7
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	8
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status when braking to a target.
	N/A
	N/A
	-

	9
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	11
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	12
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V2>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

V_PERM=<V2> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	1
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 2: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 4: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	1
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 6: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 6: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1
	FS / OS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 7
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will inhibit the use of the guidance curve (Q_NVGUIPERM=0) and the on-board equipment shall use a SBD curve to calculate the supervision limits.
	7

	Applicable Mode/Level Combinations
	L1: FS, OS

L2/3: FS, OS

	Target of Test
	When the National Values inhibit the use of the guidance curve, the Permitted Speed related to SBD shall be calculated, for display purpose only, according to the requirement 3.13.9.3.5.5; and the location of the Permitted speed supervision limit valid for the estimated speed shall be calculated according to 3.13.9.3.5.1.

In order to check the requirement 3.13.9.3.5.1, after receiving a new MA the train is in a target speed monitoring section and the estimated speed is above the Release Speed and below or equal to the MRSP, the supervision status is "Normal Status". Then, when the train has passed with its estimated front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (t3 in Table 9). Finally, when the train has passed with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Overspeed Status" (t4 in Table 9).

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.3

	
	
	Subset-026-3.13.8.4.1

	
	
	Subset-026-3.13.6.3.1.3

	
	
	Subset-026-3.13.6.3.1.4

	
	
	Subset-026-3.13.9.3.5.1

	
	
	Subset-026-3.13.9.3.5.5

	
	
	Subset-026-3.13.10.4.10 table 9

	
	
	Subset-026-A.3.2 - Permission to use guidance curves


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target of the train will be a EoA, in order to supervise a SBD curve.

The value of the end of overlap (D_OL) or the danger point (D_DP) has to be high enough and the location accuracy of the LRBG has to be low enough, in order to ensure the train never passes with its maximum safe front end the location of the supervision limits calculated from the EBD, valid for the estimated speed, before the train has passed with its estimated front end the location of the same supervision limits calculated from the SBD, valid for the estimated speed.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1
	FS / OS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1
	N/A
	N/A
	-

	4
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	5
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3
	N/A
	N/A
	-

	6
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	7
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	8
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status when braking to a target.
	N/A
	N/A
	-

	9
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	11
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	12
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2; V_PERM=<V2>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)

V_PERM=<V2> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	0
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 2: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 4: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	0
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 6: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 6: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1
	FS / OS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 8
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will allow the use of the guidance curve (Q_NVGUIPERM=1) and the on-board equipment shall use an EBD curve to calculate the supervision limits.
	8

	Applicable Mode/Level Combinations
	L1: FS, OS, SR

L2/3: FS, OS, SR

	Target of Test
	When the National Values allow the use of the guidance curve, the Permitted Speed related to EBD shall be calculated, for display purpose only, according to the requirement 3.13.9.3.5.8; and the location of the Permitted speed supervision limit valid for the estimated speed shall be calculated according to 3.13.9.3.5.4.

In order to check the requirement 3.13.9.3.5.4, after receiving a new MA the train is in a target speed monitoring section and the estimated speed is above the Target Speed and below or equal to the MRSP, the supervision status is "Normal Status". Then, when the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in Table 8). Finally, when the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in Table 8).

Besides, in order to determine the reference location of the target distance displayed to the driver and in order to determine the foot of the GUI curve, the location of the Permitted speed supervision limit, valid for the target speed, shall be calculated from the EBD, taking into account the following assumptions:

a) the estimated acceleration shall be set to “zero”

b) the compensation of the inaccuracy of the speed measurement (allowed by National Value) shall be set to a value calculated from the target speed, as defined in SUBSET-041 § 5.3.1.2: V_delta0t = f41(V_target)

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.3

	
	
	Subset-026-3.13.8.5.2

	
	
	Subset-026-3.13.8.5.2 b)

	
	
	Subset-026-3.13.6.4.3

	
	
	Subset-026-3.13.6.4.4

	
	
	Subset-026-3.13.9.3.5.4

	
	
	Subset-026-3.13.9.3.5.8

	
	
	Subset-026-3.13.9.3.5.9

	
	
	Subset-026-3.13.9.3.5.9 a)

	
	
	Subset-026-3.13.9.3.5.9 b)

	
	
	Subset-026-3.13.9.3.5.10

	
	
	Subset-026-3.13.10.4.10 table 8

	
	
	Subset-026-A.3.2 - Permission to use guidance curves

	
	
	Subset-026-A.3.2 - Permission to inhibit the compensation of the speed measurement inaccuracy


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target of the train will be a LoA, in order to supervise an EBD curve.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS and SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=1, Q_NVINHSMICPERM=0) is received
	I
	BTM
	Only in L1 and FS or OS mode.

Q_NVGUIPERM=1: Permission to use guidance curves

Q_NVINHSMICPERM=0: No permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS or OS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVGUIPERM=1, Q_NVINHSMICPERM=0) is received
	I
	BTM
	Only in L1 and SR mode.

Q_NVGUIPERM=1: Permission to use guidance curves

Q_NVINHSMICPERM=0: No permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=1, Q_NVINHSMICPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS or OS mode.

Q_NVGUIPERM=1: Permission to use guidance curves

Q_NVINHSMICPERM=0: No permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS or OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 (Q_NVGUIPERM=1, Q_NVINHSMICPERM=0)  is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVGUIPERM=1: Permission to use guidance curves

Q_NVINHSMICPERM=0: No permission to inhibit the compensation of the speed measurement inaccuracy
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status when braking to a target.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	16
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1>  is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	17
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	18
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 12: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 9
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will inhibit the use of the guidance curve (Q_NVGUIPERM=0) and the on-board equipment shall use an EBD curve to calculate the supervision limits.
	9

	Applicable Mode/Level Combinations
	L1: FS, OS, SR

L2/3: FS, OS, SR

	Target of Test
	When the National Values inhibit the use of the guidance curve, the Permitted Speed related to EBD shall be calculated, for display purpose only, according to the requirement 3.13.9.3.5.7; and the location of the Permitted speed supervision limit valid for the estimated speed shall be calculated according to 3.13.9.3.5.1.

In order to check the requirement 3.13.9.3.5.1, after receiving a new MA the train is in a target speed monitoring section and the estimated speed is above the Target Speed and below or equal to the MRSP, the supervision status is "Normal Status". Then, when the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in Table 8). Finally, when the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in Table 8).

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.3

	
	
	Subset-026-3.13.8.3.1

	
	
	Subset-026-3.13.6.2.1.4

	
	
	Subset-026-3.13.6.2.1.5

	
	
	Subset-026-3.13.9.3.5.1

	
	
	Subset-026-3.13.9.3.5.7

	
	
	Subset-026-3.13.10.4.10 table 8

	
	
	Subset-026-A.3.2 - Permission to use guidance curves


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target of the train will be a LoA, in order to supervise an EBD curve.


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS and SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12, packet 27, packet 21, packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS or OS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVGUIPERM=0) is received
	I
	BTM
	Only in L1 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode.
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15, packet 21, packet 27, packet 5, packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS or OS mode.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS or OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 (Q_NVGUIPERM=0) is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVGUIPERM=0: No permission to use guidance curves
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status when braking to a target.
	N/A
	N/A
	-

	15
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	when the train has passed with its maximum safe front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	16
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1; V_PERM=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)

V_PERM=<V1>  is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).
	N/A
	N/A
	-

	17
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 table 8 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	18
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 12: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2
	FS / OS / SR

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 10
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will inhibit the service brake feedback function and the service brake command is available for use. The on-board equipment will be supervised against an SBD.
	10

	Applicable Mode/Level Combinations
	L1: FS, OS, LS

L2/3: FS, OS, LS

	Target of Test
	When the National Values inhibit the service brake feedback function, the on-board shall calculate the location of the Indication supervision limit valid for the estimated speed taking into account the service brake feedback interface is not available for use.

For the EOA, the on-board shall calculate the location of the SBI supervision limit (SBI1) valid for the estimated speed taking into account the service brake command is available for use and the service brake feedback is not available for use, so T_bs1 shall be equal to T_bs.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.4

	
	
	Subset-026-3.13.8.4.1

	
	
	Subset-026-3.13.9.3.6.1

	
	
	Subset-026-3.13.9.3.6.2

	
	
	Subset-026-3.13.9.3.3.1

	
	
	Subset-026-3.13.9.3.3.3

	
	
	Subset-026-A.3.2 - Permission to use the service brake feedback


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The value of the end of overlap (D_OL) or the danger point (D_DP) has to be high enough and the location accuracy of the LRBG has to be low enogh, in order to ensure the train never passes with its maximum safe front end the location of the supervision limits calculated from the EBD, valid for the estimated speed, before the train has passed with its estimated front end the location of the same supervision limits calculated from the SBD, valid for the estimated speed.

The value of T_bs has to be higher than 6,25s, so that T_indication is higher than 5s (see the requirement 3.13.9.3.6.2).


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 12
	FS / OS / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12 (D_DP=<greater than zero>; V_RELEASEDP=<greater than zero>; V_LOA=0), packet 27, packet 21, packet 3 (Q_NVSBFBPERM=0) is received
	I
	BTM
	Only in L1.

Instead of or in addition to D_DP and V_RELEASEDP, the variables D_OL and V_RELEASEOL can be greater than zero.

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1
	N/A
	N/A
	-

	4
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15 (D_DP=<greater than zero>; V_RELEASEDP=<greater than zero>; V_LOA=0), packet 21, packet 27, packet 5, packet 3 (Q_NVSBFBPERM=0) is received
	I
	RTM
	Only in L2/L3.

Instead of or in addition to D_DP and V_RELEASEDP, the variables D_OL and V_RELEASEOL can be greater than zero.

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	5
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3
	N/A
	N/A
	-

	6
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	7
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	8
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The DMI aspect is coherent with the Normal Status when braking to a target.
	N/A
	N/A
	-

	9
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	Only in FS or OS mode:

when the train has passed with its estimated front end the location of the Indication supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (t3 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1) is recorded
	O
	JRU
	Only in FS or OS mode:

M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)
	N/A
	N/A
	-

	11
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Overspeed Status" (t4 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Overspeed Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	12
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=2) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 2 (Overspeed Status)
	N/A
	N/A
	-

	13
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has passed with its estimated front end the location of the Warning supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Warning Status" (t7 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Warning Status in a Target Speed Monitoring section.

No “SPEED AND DISTANCE MONITORING INFORMATION“ message is recorded on the JRU after this step, since there is no change on the DMI when the status changes from “Overspeed” to “Warning”.
	N/A
	N/A
	-

	14
	N/A
	N/A
	Cut off traction
	O
	TIU
	-
	N/A
	N/A
	-

	15
	N/A
	N/A
	TRACTION CUT OFF COMMAND STATE (NID_MESSAGE_JRU=43; M_TCO_COMMAND_STATE=1) is recorded
	O
	JRU
	M_TCO_COMMAND_STATE = 1 (Commanded)
	N/A
	N/A
	-

	16
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The train has passed with its estimated front end the location of the SBI supervision limit, valid for the estimated speed and calculated from the SBD, so the supervision status is "Intervention Status"(t10 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Intervention Status in a Target Monitoring section.
	N/A
	N/A
	-

	17
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=4) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 4 (Intervention Status)
	N/A
	N/A
	-

	18
	N/A
	N/A
	Service brake commanded
	O
	TIU
	-
	N/A
	N/A
	-

	19
	N/A
	N/A
	SERVICE BRAKE COMMAND STATE (NID_MESSAGE_JRU=4; M_BRAKE_COMMAND_STATE=1) is recorded
	O
	JRU
	M_BRAKE_COMMAND_STATE = 1 (Command)
	N/A
	N/A
	-

	20
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has left with its estimated front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the SBD, then the supervision status changes to "Indication Status" (r3 in 3.13.10.4.12 table 11 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	21
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)
	N/A
	N/A
	-

	22
	N/A
	N/A
	Service brake not commanded
	O
	TIU
	-
	N/A
	N/A
	-

	23
	N/A
	N/A
	SERVICE BRAKE COMMAND STATE (NID_MESSAGE_JRU=4; M_BRAKE_COMMAND_STATE=0) is recorded
	O
	JRU
	M_BRAKE_COMMAND_STATE = 0 (Release)
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	0
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	0
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 2: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 4: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	0
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	0
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 6: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 6: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	1
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 12
	FS / OS / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 11
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.13.2.3.7 National Values for speed and distance monitoring
	3130237

	Test Case of Feature
	The National Values will inhibit the service brake feedback function and the service brake command is available for use. The on-board equipment will be supervised against an EBD based target.
	11

	Applicable Mode/Level Combinations
	L1: FS, OS, SR, LS

L2/3: FS, OS, SR, LS

	Target of Test
	When the National Values inhibit the service brake feedback function, the on-board shall calculate the location of the Indication supervision limit valid for the estimated speed taking into account the service brake feedback interface is not available for use.

For an EBD based target, the on-board shall calculate the location of the SBI supervision limit (SBI2) valid for the estimated speed taking into account the service brake command is available for use and the service brake feedback is not available for use, so T_bs2 shall be equal to T_bs.

	Version
	3.2.0
	31.03.2017

	Author
	CEDEX

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.13.2.3.7.4

	
	
	Subset-026-3.13.9.3.3.2

	
	
	Subset-026-3.13.9.3.3.3

	
	
	Subset-026-3.13.9.3.6.1

	
	
	Subset-026-3.13.9.3.6.2

	
	
	Subset-026-A.3.2 - Permission to use the service brake feedback


	METHOD OF TEST

	Method
	The test case shall consider the train data as a precondition to be known before setting the appropriate values for the rest of the trackside info and the speed profile. The required observables (speed supervision limits) should be checked using a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA Braking curves tool, which can be downloaded from this website: http://www.era.europa.eu/Core-Activities/ERTMS/Pages/Braking-Curves-Simulation-Tool.aspx).

	Constraints
	The target of the train will be an EBD based target.

The value of T_bs has to be higher than 6,25s, so that T_indication is higher than 5s (see the requirement 3.13.9.3.6.2).


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Virtual Balise Covers
	NOT STORED
	-


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	The driver requests the speed and distance monitoring information to be displayed
	I
	DMI
	Only in OS and SR mode
	N/A
	N/A
	-

	2
	N/A
	N/A
	One Balise Group message containing packet 5, packet 12 (V_LOA=<greater than zero>), packet 27, packet 21, packet 3 (Q_NVSBFBPERM=0) is received
	I
	BTM
	Only in L1 and FS, LS or OS mode.

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	3
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and FS, LS or OS mode.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message containing packet 3 (Q_NVSBFBPERM=0) is received
	I
	BTM
	Only in L1 and SR mode

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L1 and SR mode
	N/A
	N/A
	-

	6
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "Movement Authority" (NID_MESSAGE=3) containing packet 15 (V_LOA=<greater than zero>), packet 21, packet 27, packet 5, packet 3 (Q_NVSBFBPERM=0) is received
	I
	RTM
	Only in L2/L3 and FS, LS or OS mode.

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	7
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and FS, LS or OS mode.
	N/A
	N/A
	-

	8
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "SR Authorisation" (NID_MESSAGE=2) is received
	I
	RTM
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	9
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	10
	N/A
	N/A
	SA-DATA.Indication with Euroradio Message "General message" (NID_MESSAGE=24) containing packet 3 (Q_NVSBFBPERM=0) is received
	I
	RTM
	Only in L2/L3 and SR mode.

Q_NVSBFBPERM=0: No permission to use the service brake feedback
	N/A
	N/A
	-

	11
	N/A
	N/A
	MESSAGE FROM RBC (NID_MESSAGE_JRU=9) is recorded
	O
	JRU
	Only in L2/L3 and SR mode.
	N/A
	N/A
	-

	12
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) is received
	I
	BTM
	Only in L2/L3.

This balise group has to be the LRBG after the on-board reads it. This way the location related information shall be relocated and it will be possible to check the speed and distance monitoring information with great  accuracy afterwards.
	N/A
	N/A
	-

	13
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	Only in L2/L3.
	N/A
	N/A
	-

	14
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	The train passes with its maximum safe front end the location of the SBI supervision limit, valid for the estimated speed and calculated from the EBD, so the supervision status is "Intervention Status"(t10 in 3.13.10.4.10 table 9 of the SRS).

So, the DMI aspect is coherent with Intervention Status in a Target Monitoring section.
	N/A
	N/A
	-

	15
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=4; V_SBI=<V1>) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 4 (Intervention Status)

Only in FS mode: V_SBI=<V1> is compared with the results of a suitable tool that performs fully the  “speed and distance monitoring" functionality (by default use  ERA_Braking_curves_tool_vx.x).

Only in OS, SR or LS mode: the current train speed (V_TRAIN) at the moment of applying the SB, will be used instead of V_SBI.
	N/A
	N/A
	-

	16
	N/A
	N/A
	Service brake commanded
	O
	TIU
	-
	N/A
	N/A
	-

	17
	N/A
	N/A
	SERVICE BRAKE COMMAND STATE (NID_MESSAGE_JRU=4; M_BRAKE_COMMAND_STATE=1) is recorded
	O
	JRU
	M_BRAKE_COMMAND_STATE = 1 (Command)
	N/A
	N/A
	-

	18
	N/A
	N/A
	The speed and distance monitoring information is displayed
	O
	DMI
	When the train has left with its maximum safe front end the location of the Permitted Speed supervision limit, valid for the estimated speed and calculated from the EBD, then the supervision status changes to "Indication Status" (r3 in 3.13.10.4.12 table 11 of the SRS).

So, the DMI aspect is coherent with Indication Status in a Target Speed Monitoring section.
	N/A
	N/A
	-

	19
	N/A
	N/A
	SPEED AND DISTANCE MONITORING INFORMATION  (NID_MESSAGE_JRU=20; M_SDMTYPE=2; M_SDMSUPSTAT=1) is recorded
	O
	JRU
	M_SDMTYPE (Speed and distance monitoring type) = 2 (Target speed monitoring)

 M_SDMSUPSTAT (Speed and distance monitoring supervision status) = 1 (Indication Status)
	N/A
	N/A
	-

	20
	N/A
	N/A
	Service brake not commanded
	O
	TIU
	-
	N/A
	N/A
	-

	21
	N/A
	N/A
	SERVICE BRAKE COMMAND STATE (NID_MESSAGE_JRU=4; M_BRAKE_COMMAND_STATE=0) is recorded
	O
	JRU
	M_BRAKE_COMMAND_STATE = 0 (Release)
	N/A
	N/A
	-


	Step 2: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	12
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_MAIN
	7
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out".

	N_ITER
	5
	FINITE VALUE
	Set to zero if V_MAIN = 0 or if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	FINITE VALUE
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	255


	Step 6: Radio Message 3

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	3
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	15
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	V_LOA
	7
	FINITE VALUE
	-

	T_LOA
	10
	FINITE VALUE
	Can be set to "no time-out"

	N_ITER
	5
	FINITE VALUE
	Set to zero if only one section in the MA.

	L_SECTION(k)
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER(k)
	1
	FINITE VALUE
	-

	T_SECTIONTIMER(k)
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC(k)
	15
	FINITE VALUE
	-

	L_ENDSECTION
	15
	FINITE VALUE
	-

	Q_SECTIONTIMER
	1
	FINITE VALUE
	-

	T_SECTIONTIMER
	10
	FINITE VALUE
	-

	D_SECTIONTIMERSTOPLOC
	15
	FINITE VALUE
	-

	Q_ENDTIMER
	1
	FINITE VALUE
	-

	T_ENDTIMER
	10
	FINITE VALUE
	-

	D_ENDTIMERSTARTLOC
	15
	FINITE VALUE
	-

	Q_DANGERPOINT
	1
	FINITE VALUE
	-

	D_DP
	15
	FINITE VALUE
	-

	V_RELEASEDP
	7
	FINITE VALUE
	-

	Q_OVERLAP
	1
	FINITE VALUE
	-

	D_STARTOL
	15
	FINITE VALUE
	-

	T_OL
	10
	FINITE VALUE
	-

	D_OL
	15
	FINITE VALUE
	-

	V_RELEASEOL
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	21
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_GRADIENT
	15
	FINITE VALUE
	-

	Q_GDIR
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A
	8
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_GRADIENT(k)
	15
	FINITE VALUE
	-

	Q_GDIR(k)
	1
	FINITE VALUE
	0 = downhill 1= uphill.

	G_A(k)
	8
	FINITE VALUE
	-

	NID_PACKET
	8
	27
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_STATIC
	15
	FINITE VALUE
	-

	V_STATIC
	7
	FINITE VALUE
	Basic SSP

	Q_FRONT
	1
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	Q_DIFF(n)
	2
	FINITE VALUE
	-

	NC_CDDIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 0.

	NC_DIFF(n)
	4
	FINITE VALUE
	If Q_DIFF(n) = 1 or 2.

	V_DIFF(n)
	7
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_STATIC(k)
	15
	FINITE VALUE
	-

	V_STATIC(k)
	7
	FINITE VALUE
	Basic SSP.

	Q_FRONT(k)
	1
	FINITE VALUE
	-

	N_ITER(k)
	5
	FINITE VALUE
	-

	Q_DIFF(k,m)
	2
	FINITE VALUE
	-

	NC_CDDIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 0.

	NC_DIFF(k,m)
	4
	FINITE VALUE
	If Q_DIFF(k,m) = 1 or 2.

	V_DIFF(k,m)
	7
	FINITE VALUE
	-

	NID_PACKET
	8
	5
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_LINK
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY
	1
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	if Q_NEWCOUNTRY = 1.

	NID_BG
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION
	1
	FINITE VALUE
	-

	Q_LINKREACTION
	2
	FINITE VALUE
	-

	Q_LOCACC
	6
	FINITE VALUE
	-

	N_ITER
	5
	FINITE VALUE
	-

	D_LINK(k)
	15
	FINITE VALUE
	-

	Q_NEWCOUNTRY(k)
	1
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	if Q_NEWCOUNTRY(k) = 1.

	NID_BG(k)
	14
	FINITE VALUE
	-

	Q_LINKORIENTATION(k)
	1
	FINITE VALUE
	-

	Q_LINKREACTION(k)
	2
	FINITE VALUE
	-

	Q_LOCACC(k)
	6
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 8: Radio Message 2

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	2
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_SR
	15
	FINITE VALUE
	-


	Step 10: Radio Message 24

	Variable
	Length
	Value
	Comment

	NID_MESSAGE
	8
	24
	-

	L_MESSAGE
	10
	FINITE VALUE
	-

	T_TRAIN
	32
	FINITE VALUE
	-

	M_ACK
	1
	FINITE VALUE
	-

	NID_LRBG
	24
	FINITE VALUE
	-

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	FINITE VALUE
	-

	D_VALIDNV
	15
	FINITE VALUE
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	FINITE VALUE
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-


	Step 12: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	0
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	Step 12: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	1
	Position in the group. Defines the position of the balise in the balise group.

	N_TOTAL
	3
	1
	Total number of balises in the balise group

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	255


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 12
	FS / OS / SR / LS

	Radio communication session
	ESTABLISHED
	Only in L2/L3

	National Values
	STORED
	-

	Linking
	STORED
	-

	Movement Authority
	STORED
	-

	Gradient Profile
	STORED
	-

	International SSP
	STORED
	-

	Axle load speed profile
	NOT STORED
	-

	STM max speed
	NOT STORED
	-

	STM system speed/distance
	NOT STORED
	-

	Temporary Speed Restrictions
	NOT STORED
	-

	Inhibition of revocable TSRs from balises in L2/3
	NOT STORED
	-

	Default Gradient for TSR
	NOT STORED
	-

	Signalling related Speed Restriction
	STORED
	Only in L1

	Route Suitability Data
	NOT STORED
	-

	Mode Profile
	STORED
	Only in OS mode

	Track conditions excluding big metal masses
	NOT STORED
	-

	Track condition big metal masses
	NOT STORED
	-

	Unconditional Emergency Stop
	NOT STORED
	-

	Conditional Emergency Stop
	NOT STORED
	-

	Train Position
	STORED
	-

	Train Data
	STORED
	-

	Adhesion factor
	NOT STORED
	-

	ERTMS/ETCS level
	2 / 3 / 4
	L1 / L2 / L3

	Driver ID
	STORED
	-

	Radio Network ID
	STORED
	Only in L2/L3

	RBC ID/Phone Number
	STORED
	Only in L2/L3

	Train Running Number
	STORED
	-

	Level Crossing information
	NOT STORED
	-

	Permitted Braking Distance Information
	NOT STORED
	-

	RBC/RIU System Version
	STORED
	Only in L2/L3

	Operated System Version
	010 0000
	Version 2.0, introduced in SRS 3.3.0

	Language used to display information to the driver
	NOT STORED
	-

	Virtual Balise Covers
	NOT STORED
	-


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	SAFE CONNECTION SET-UP
	Both
	RTM
	Only in L2/3

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-
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