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Test Cases
Test case 1
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.18.2: National/Default Values
	3180200

	Test Case of Feature
	A previously received set of National Values which is not yet applicable shall be deleted if a new set of National Values is received.
	1

	Applicable Mode/Level Combinations
	L0:  SH, UN, PS, TR, NL

LNTC : SH, PS, TR, NL, SN

L1: FS, LS, OS, SR, SH, TR, PT, NL, RV

L2: FS, LS, OS, SR, SH, TR, PT, NL, RV

L3: FS, LS, OS, SR, SH, TR, PT, NL, RV

	Target of Test
	The target of this test is to check that a set of National Values which is not yet applicable is deleted when a new set of National Values is received.

	Version
	3.2.0
	31.03.2017

	Author
	DLR

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.18.2.9

	
	
	Subset-026-3.18.2.9 a)

	
	
	Subset-026-3.18.4.1.2


	METHOD OF TEST

	Method
	Check that:

 On the DMI: 

• Only the last received set of National Values is stored

 On the JRU: 

Both received sets of National Values are recorded

	Constraints
	-


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 3 / 4 / 5 / 6 / 7 / 8 / 9 / 10 / 11 / 12 / 13 / 14
	FS / OS / SR / SH / UN / SL / SB / TR / PT / NP/ NL / LS / SN / RV

	ERTMS/ETCS level
	0 / 1 / 2 / 3 / 4
	L0 / LNTC / L1 / L2 / L3


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) containing packet 3 (Q_SCALE = 1; M_NVDERUN = 0; D_VALIDNV = 0) and packet 255 is received
	I
	BTM
	M_NVDERUN = 0 (Entry of Driver ID permitted while running = No)
	N/A
	N/A
	-

	2
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	-
	N/A
	N/A
	-

	3
	N/A
	N/A
	The Main Window is displayed.
	I
	DMI
	Check that the Driver ID buttor is DISABLED, i.e. the Driver ID window can not be displayed by the driver.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) containing packet 3 (Q_SCALE = 1; M_NVDERUN = 1; D_VALIDNV = 1100) and packet 255 is received
	I
	BTM
	M_NVDERUN = 1 (Entry of Driver ID permitted while running = Yes)

The BG is 1000m behind the first one
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	-
	N/A
	N/A
	-

	6
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) containing packet 3 (Q_SCALE = 1; M_NVDERUN = 0; D_VALIDNV = 0) and packet 255 is received
	I
	BTM
	M_NVDERUN = 0 (Entry of Driver ID permitted while running = No)

The BG is 1000m behind the second one
	N/A
	N/A
	-

	7
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	-
	N/A
	N/A
	-

	8
	N/A
	N/A
	The Main Window is displayed.
	I
	DMI
	Check that the Driver ID buttor is DISABLED, i.e. the Driver ID window can not be displayed by the driver.
	N/A
	N/A
	-


	Step 1: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	000
	Position in the group. Defines the position of the balise in the balise group.

First balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	National Values

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	1
	-

	D_VALIDNV
	15
	0
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	0
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT(n)
	7
	FINITE VALUE
	-

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 1: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	001
	Position in the group. Defines the position of the balise in the balise group.

Second balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	000
	Position in the group. Defines the position of the balise in the balise group.

First balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	1
	-

	D_VALIDNV
	15
	1100
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	1
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT(n)
	7
	FINITE VALUE
	-

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 4: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	001
	Position in the group. Defines the position of the balise in the balise group.

Second balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 6: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	000
	Position in the group. Defines the position of the balise in the balise group.

First balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	1
	-

	D_VALIDNV
	15
	0
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	0
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 6: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	001
	Position in the group. Defines the position of the balise in the balise group.

Second balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 3 / 4 / 5 / 6 / 7 / 8 / 9 / 10 / 11 / 12 / 13 / 14
	FS / OS / SR / SH / UN / SL / SB / TR / PT / NP/ NL / LS / SN / RV

	ERTMS/ETCS level
	0 / 1 / 2 / 3 / 4
	L0 / LNTC / L1 / L2 / L3


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


Test case 2
	IDENTIFICATION

	
	Title
	Unique Number

	Tested Equipment
	On-board equipment
	

	Tested Feature
	3.18.2: National/Default Values
	3180200

	Test Case of Feature
	A previously received set of National Values which is not yet applicable shall be deleted if the ERTMS/ETCS on-board equipment is switched off.
	2

	Applicable Mode/Level Combinations
	L0:  SH, UN, PS, TR, NL

LNTC : SH, PS, TR, NL, SN

L1: FS, LS, OS, SR, SH, TR, PT, NL, RV

L2: FS, LS, OS, SR, SH, TR, PT, NL, RV

L3: FS, LS, OS, SR, SH, TR, PT, NL, RV

	Target of Test
	The target of this test is to check that a previously received set of National Values which is not yet applicable is deleted when the ERTMS/ETCS on-board equipment is switched off.

	Version
	3.2.0
	31.03.2017

	Author
	RINA

	Based on Requirements
	ERTMS/ETCS - SRS 3.4.0
	Subset-026-3.18.2.9

	
	
	Subset-026-3.18.2.9 b)

	
	
	Subset-026-3.18.4.1.2

	
	
	Subset-026-A.3.2 - Change of driver ID permitted while running

	
	
	Subset-026-4.10.1.3 line Not yet applicable National Values


	METHOD OF TEST

	Method
	Check that:

 On the DMI: 

• Only the last received set of National Values is stored

 On the JRU: 

Both received sets of National Values are recorded

	Constraints
	-


	STARTING CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	0 / 1 / 2 / 3 / 4 / 5 / 6 / 7 / 8 / 9 / 10 / 11 / 12 / 13 / 14
	FS / OS / SR / SH / UN / SL / SB / TR / PT / NP/ NL / LS / SN / RV

	ERTMS/ETCS level
	0 / 1 / 2 / 3 / 4
	L0 / LNTC / L1 / L2 / L3


	REQUIRED STARTING CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-


	SEQUENCE OF TEST

	Step
	Previous
	Description of Events
	I/O
	Interface
	Comments
	Next
	Test Result

	
	Levels
	Modes
	
	
	
	
	Levels
	Modes
	

	1
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) containing packet 3 (Q_SCALE = 1; M_NVDERUN = 0; D_VALIDNV = 0) and packet 255 is received
	I
	BTM
	M_NVDERUN = 0 (Entry of Driver ID permitted while running = No)
	N/A
	N/A
	-

	2
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	-
	N/A
	N/A
	-

	3
	N/A
	N/A
	The Main Window is displayed.
	I
	DMI
	Check that the Driver ID buttor is DISABLED, i.e. the Driver ID window can not be displayed by the driver.
	N/A
	N/A
	-

	4
	N/A
	N/A
	One Balise Group message (N_TOTAL=1) containing packet 3 (Q_SCALE = 1; M_NVDERUN = 1; D_VALIDNV = 1100) and packet 255 is received
	I
	BTM
	M_NVDERUN = 1 (Entry of Driver ID permitted while running = Yes)

The BG is 1000m behind the first one
	N/A
	N/A
	-

	5
	N/A
	N/A
	TELEGRAM FROM BALISE (NID_MESSAGE_JRU=6) is recorded
	O
	JRU
	-
	N/A
	N/A
	-

	6
	N/A
	N/A
	Train is at standstill (V_TRAIN=0)
	I
	INT
	The train stop before the National Vallues from step 5 becomes applicable
	N/A
	N/A
	-

	7
	N/A
	FS / OS / SR / SH / UN / SL / SB / TR / PT / NP/ NL / LS / SN / RV
	Use_FT4060300.1
	-
	-
	The ETCS on-board system is NOT powered. Transition Id [29].

The train enters NP mode
	N/A
	NP
	-

	8
	N/A
	NP
	Use_FT4060300.10
	-
	-
	The ETCS on-board equipment is powered .Transition Id [4].

The train enters SB mode
	N/A
	SB
	-

	9
	N/A
	SB
	Use_FT5040300.24
	-
	-
	Driver opens desk
	N/A
	SB
	-

	10
	N/A
	SB
	Use_FT4060300.16
	-
	-
	The driver selects Non Leading, the train is at standstill, and the “non leading” input signal is received. The system switches to NL. Transition Id [46].

The train enters NL mode
	N/A
	NL
	-

	11
	N/A
	N/A
	Train is moving (V_TRAIN=40)
	I
	INT
	The train moves up to the point where the Not Yet Applicable National Values of step 5 would become applicable (the distance given by D_VALIDNV has been overpassed)
	N/A
	N/A
	-

	12
	N/A
	N/A
	The Main Window is displayed.
	I
	DMI
	Check that the Driver ID buttor is DISABLED, i.e. the Driver ID window can not be displayed by the driver.
	N/A
	N/A
	-


	Step 1: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	000
	Position in the group. Defines the position of the balise in the balise group.

First balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	National Values

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	1
	-

	D_VALIDNV
	15
	0
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	0
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 1: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	001
	Position in the group. Defines the position of the balise in the balise group.

Second balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 4: Eurobalise Telegram (balise 1/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	000
	Position in the group. Defines the position of the balise in the balise group.

First balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	3
	-

	Q_DIR
	2
	FINITE VALUE
	-

	L_PACKET
	13
	FINITE VALUE
	-

	Q_SCALE
	2
	1
	-

	D_VALIDNV
	15
	1100
	-

	NID_C
	10
	FINITE VALUE
	Identification of national areas to which the set applies.

	N_ITER
	5
	FINITE VALUE
	-

	NID_C(k)
	10
	FINITE VALUE
	Identification of additional national area(s) to which the set applies.

	V_NVSHUNT
	7
	FINITE VALUE
	-

	V_NVSTFF
	7
	FINITE VALUE
	-

	V_NVONSIGHT
	7
	FINITE VALUE
	-

	V_NVLIMSUPERV
	7
	FINITE VALUE
	-

	V_NVUNFIT
	7
	FINITE VALUE
	-

	V_NVREL
	7
	FINITE VALUE
	-

	D_NVROLL
	15
	FINITE VALUE
	-

	Q_NVSBTSMPERM
	1
	FINITE VALUE
	-

	Q_NVEMRRLS
	1
	FINITE VALUE
	-

	Q_NVGUIPERM
	1
	FINITE VALUE
	-

	Q_NVSBFBPERM
	1
	FINITE VALUE
	-

	Q_NVINHSMICPERM
	1
	FINITE VALUE
	-

	V_NVALLOWOVTRP
	7
	FINITE VALUE
	-

	V_NVSUPOVTRP
	7
	FINITE VALUE
	-

	D_NVOVTRP
	15
	FINITE VALUE
	-

	T_NVOVTRP
	8
	FINITE VALUE
	-

	D_NVPOTRP
	15
	FINITE VALUE
	-

	M_NVCONTACT
	2
	FINITE VALUE
	-

	T_NVCONTACT
	8
	FINITE VALUE
	-

	M_NVDERUN
	1
	1
	-

	D_NVSTFF
	15
	FINITE VALUE
	-

	Q_NVDRIVER_ADHES
	1
	FINITE VALUE
	-

	A_NVMAXREDADH1
	6
	FINITE VALUE
	-

	A_NVMAXREDADH2
	6
	FINITE VALUE
	-

	A_NVMAXREDADH3
	6
	FINITE VALUE
	-

	Q_NVLOCACC
	6
	FINITE VALUE
	-

	M_NVAVADH
	5
	FINITE VALUE
	-

	M_NVEBCL
	4
	FINITE VALUE
	-

	Q_NVKINT
	1
	FINITE VALUE
	-

	Q_NVKVINTSET
	2
	FINITE VALUE
	Only if Q_NVKINT = 1, Q_NVKVINTSET and the following variables follow.

	A_NVP12
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	A_NVP23
	6
	FINITE VALUE
	Only if Q_NVKVINTSET = 1

	V_NVKVINT(n)
	7
	FINITE VALUE
	 0 km/h

	M_NVKVINT(n)
	7
	FINITE VALUE
	Valid between V_NVKVINT and V_NVKVINT(1. If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1. Valid between V_NVKVINT and V_NVKVINT(1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23.

	N_ITER
	5
	FINITE VALUE
	-

	V_NVKVINT
	7
	FINITE VALUE
	-

	M_NVKVINT
	7
	FINITE VALUE
	Valid between V_NVKVINT(n) and V_NVKVINT(n+1). If Q_NVKVINTSET = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP1.

	M_NVKVINT(n)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET = 1.Valid between V_NVKVINT(n) and V_NVKVINT(n+1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP2.

	N_ITER
	5
	FINITE VALUE
	-

	Q_NVKVINTSET(k)
	2
	FINITE VALUE
	-

	A_NVP12(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	A_NVP23(k)
	6
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1

	V_NVKVINT(k)
	7
	FINITE VALUE
	0

	M_NVKVINT(k)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k) and V_NVKVINT(k,1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k.

	M_NVKVINT(k)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = . Valid between V_NVKVINT(k) and V_NVKVINT(k,1)

Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	N_ITER(k)
	5
	FINITE VALUE
	-

	V_NVKVINT(k,m)
	7
	FINITE VALUE
	-

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). If Q_NVKVINTSET(k) = 1, gives the correction factor if maximum emergency brake deceleration is lower than A_NVP12(k).

	M_NVKVINT(k,m)
	7
	FINITE VALUE
	Only if Q_NVKVINTSET(k) = 1.Valid between V_NVKVINT(k,m) and V_NVKVINT(k,m+1). Gives the correction factor if maximum emergency brake deceleration is higher than A_NVP23(k).

	L_NVKRINT
	5
	FINITE VALUE
	0 m

	M_NVKRINT
	5
	FINITE VALUE
	Valid between L_NVKRINT and L_NVKRINT(1).

	N_ITER
	5
	FINITE VALUE
	-

	L_NVKRINT(l)
	5
	FINITE VALUE
	-

	M_NVKRINT(l)
	5
	FINITE VALUE
	Valid between L_NVKRINT(l) and L_NVKRINT(l+1).

	M_NVKTINT
	5
	FINITE VALUE
	-

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	Step 4: Eurobalise Telegram (balise 2/2)

	Variable
	Length
	Value
	Comment

	Q_UPDOWN
	1
	1
	Defines the direction of the information: Down-link telegram (train to track) (0), Up-link telegram (track to train) (1)

	M_VERSION
	7
	FINITE VALUE
	Version of the ERTMS/ETCS system

	Q_MEDIA
	1
	0
	Defines the type of media: Balise (0)

	N_PIG
	3
	001
	Position in the group. Defines the position of the balise in the balise group.

Second balise

	N_TOTAL
	3
	001
	Total number of balises in the balise group

Two balises

	M_DUP
	2
	FINITE VALUE
	Used to indicate whether the information of the balise is a duplicate of the balise before or after this one.

	M_MCOUNT
	8
	FINITE VALUE
	Message counter (M _MCOUNT) - 8 bits. To enable detection of a change of balise group message during passage of a balise group

	NID_C
	10
	FINITE VALUE
	Country or region

	NID_BG
	14
	FINITE VALUE
	Identity of the balise group

	Q_LINK
	1
	FINITE VALUE
	Marks the balise group as linked (Q_LINK = 1) or unlinked (Q_LINK = 0)

	NID_PACKET
	8
	255
	= 255 (1111 1111)


	END CONDITIONS (INTERNAL STATES)

	States of ERTMS/ETCS information
	Status/Value
	Description

	ERTMS/ETCS Mode
	11
	NL

	ERTMS/ETCS level
	0 / 1 / 2 / 3 / 4
	L0 / LNTC / L1 / L2 / L3


	END CONDITIONS ON INTERFACES

	State of interfaces
	I/O
	Interface
	Comments

	NOT RELEVANT
	-
	RTM
	-

	NOT RELEVANT
	-
	TIU
	-

	NOT RELEVANT
	-
	DMI
	-

	NOT RELEVANT
	-
	BTM
	-

	NOT RELEVANT
	-
	INT
	-
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